Raspberry Pi - SD card to a
USB SSD

Install

With the new version of the OS you can just use SD Card Copier from the accessories menu.

We assume that you have already imaged and are booted up with the SD Card.

1. Terminal

Open the terminal windows

B

Pronramminn »

Change the boot option with this command from the terminal window

sudo raspi-config

Once in the menu choose Advanced Options

ry Pi 4 Model B Rev 1.2, 2GB

{ Raspberry Pi Software Configuration Tool (raspi-config)

1 System Options Configure system settings

2 Display Options Configure display settings

3 Interface Options Configure connections to peripherals

4 Performance Options Configure performance settings

5 Localisation Options Configure language and regicnal settings

6 Advanced Options Configure advanced settings
8 Update Update this tool to the latest wersion
9 About raspi-config  Information about this configuration tool
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Then choose the option Boot Order

| Raspberry Pi Software Configuration Tool (raspi-config) |

Al Expand Filesystem Ensures that all of the SD card is available T
A2 Metwork Interface Mames Enable/disable predictable network i/f names =
A3 Network Pro Settings Configure network pro settings =

Boot Order Choose boot device priority (SD/net/USB/NVMe) [ ]
A5 Bootloader Version Selects the latest or the factory default bootloader %
AB Beta Access Select beta or release software repository s
A7 Wayland Switch between X and Wayland backends =
A9 Network Install UI Select display of bootloader network install UI =
Al® Libliftoff Enable/disable libliftoff hardware overlays £
A1l Shutdown Behaviour Configure shutdown behavior =
Al2 Logging Set storage location for logs +

Then choose the option NVMe/USB Boot

{ Raspberry Pi Software Configuration Tool (raspi-config)

Bl SD Card Boot Boot from SD Card before trying NVMe and then USB (RECOMMENDED

B2 NWMe/USB Boot Boot from NWVMe before trying USE and then SD Card
B3 Network Boot Boot from Network unless owverridden by SD Card

From the Accessories menu, run the copier from you SD card to the SSD as this will copy you SD to
your new SSD.
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Then change the boot order back on the SD card to use on another device.

Follow the privious instructions but use this final option

| Raspberry Pi Software Configuration Tool (raspi-config) |

Bl SD Card Boot Boot from SD Card before trying NvMe and then USBE (RECOMMENDED)
B2 NWMe/USB Boot Boot from NVMe before trying USB and then SD Card
B3 Network Boot Boot from Network unless owverridden by SD Card

Shutdown your Pi

sudo shutdown

Take out your SD card before powering on
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DEPRICATED

0$ git clone https://github.com/billw2/rpi-clone.git

0$ cd rpi-clone

$ sudo cp rpi-clone rpi-clone-setup /usr/local/sbin

. he dri | the drivefi "

Isblk

Thenclone-to-it

sudo rpi-clone sda

Revision #8
Created 24 August 2024 16:30:05 by Steve Ling
Updated 11 August 2026 22:46:51 by Steve Ling


https://github.com/billw2/rpi-clone
https://youtu.be/AenM-JrG098?si=Bih_SIbOC1dQErq-

